e (2 s Y
AL.03, ELEVATOR OVERRUN
W A603 2606 004
pRA 35734 1] viva 13 15-51/2" 1 124 T 37634 Le2u
Jh/ 12-1 + 22-61/2" 281 1/4" L 12-01/2" rl 24-21/2" 1 & 3-0 - 14'-5° .
“
REAR YARD / ALLEY KENNEDY STREET NW
N . PN
i N
— T =
5.54 )\
, \554/ @ uNT y LB
2 e e W w223
b \IB2)7) 7\ PRIVATE ROOE MR ] =T RE
X T\ =& 502:8 iy E
@ E
i — o
\ A
Iy w7
— —H = 5
83 uNIT il . uNIT 8 =
LV/DIN/KIT | 5 2 403 = LIV/DIN/ KIT 402 BED 2
403-1 == il 402-1 402-4 =
i | @ ‘
i i o
8% H N W&
23 B uNIT R
LV/DNJKT | 7|2 [ LIV/DIN/KIT 02 BED e
B 302-1 302-4 ”
, H | @ ‘ .
q= E L LioHTWELL RS
W : : L
= 7 | o
=
e fl & =
=8 UNIT = \ UNIT201 | N
LV/DIN/KIT | 2 > 03 B LIV/DIN/KIT 02 BED \ | o ®
203-1 * l 1202-1 202-4 _ BED BATH BATH - OPT B| BED
B \7 201-4 201-5 201-7 201-6 |
- . @ @ .
| i | A
@ ‘ JEICIL I I I Ll i 3
WINDOW WELL bl = v
= = | H
i | | P ¥
H LIV/DIN/KIT lmig BED UNIT 101 i a2
il 1102-1 102-4 BATH-OPTA| BATH- OPT BED el
= 101-5 101-6 101-7 |
. E L1110 I S
—H =)
LV/DIN/ KIT ! LV/DIN/KIT ll:g BED 'y LN
0031 2 = 1002-1 002-5 BATH- OPT Al | BATH-OPTA| BED
| 001-5 001-6 001-7
El @ \
il i} N
— — - —r—— T T — —
— — — —
I
/5 LONGITUDINAL BUILDING SECTION - THROUGH STAIR B
\8402/ 3167= 10" g PARTION/ASSEMBLY TAGS,
1. CONTRACTOR TO ASSUME THAT ALL WORK IS NEW, UNLESS NOTED AS "EXISTING" OR "EX". N RE: PARTITION SCHEDULE / INTERIOR DETAILS
2. TOFIELD VERIFY \ND DIMENSIONS. NOTIFY ARCHITECT / OWNER OF ANY
DISCREPANCIES. XX-XX EXTERIOR MATERIAL;
554 ] STEEL GUARDRAIL RE: EXTERIOR / INTERIOR DETAILS 3, ‘,:;:%TFEH,I.VCEHCEZV:SSEV%%%EBE INSTALLED TO PROTECT EXPOSED EXTERIOR INSULATION AND EXTENDS A RE: EXTERIOR MATERIAL SCHEDULE
557 STEEL MECHANICAL SCREEN RE: EXTERIOR DETAILS 4. AIRAND THERMAL BARRIER SHALL BE INSTALLED PER MANUFACTURER' S INSTRUCTIONS. NEW WALL
. 5. ALL INSULATION MATERIALS, SYSTEMS AND EQUIPMENT SHALL BE CLEARLY MARKED AND INSTALLED IN
5.58 ] PREFABRICATED METAL CANOPY WITH THE AND THE BUILDING CODE. N EXISTING WALL
N 6. ALL CEILING AND WALL INSULATION SHALL BE INSTALLED PER MANUFACTURER'S INSTRUCTIONS
781 VEGETATED ROOF RE: CIVIL 7. FLOOR INSULATION INSTALLED PER . AND CONTACT WITH [ NOT IN CONTRACT
782 ] DECK PEDESTAL SYSTEM: EXT. MATERIAL SCHEDULE e U0l
’ 8. CEILING INSULATION INSTALLED PER MANUFACTURER'S INSTRUCTIONS. BLOWN INSULATION SHALL BE [N TEE 1 HR RATED WALL ASSEMBLY
81 ] SUT6ACCESS BOOR 9. yvﬁ\‘ffr?sﬁﬁﬁoﬁ?ﬂmws IF A MASS WALL WITH 1/2 INSULATION ON THE WALL EXTERIOR THEN INSULATION
2632 GENERATOR RE: ELECTRICAL SHALL FOLLOW EXTERIOR INSULATION INSTALLATION PROCEDURES, ETHETIE  2HRRATED WALL ASSEMBLY

(2> KEYNOTES
\aw02/

0.

/1" SHEET NOTES / LEGEND
e/

BAFFLE SHALL BE INSTALLED OVER AIR PERMEABLE INSULATION ADJACENT TO SOFFIT AND EAVE VENTS,

BUILDING HEIGHT

T.0. PH PARAPET
606"

FIFTH/ ZPH CLG.
58-21/4°

T.0. PARAPET
49-101/2°

05 - FIFTH/ ZPH
490"

ROOF HP

486

FOURTH CLG

46-81/2

04 - FOURTH
378"

THIRD CLG
36-21/2°

2531/

02- SECOND
15-10°

GROUND CLG.
10-41/2"

WINDOW WELL
01- GROUND
5114
CELLAR CLG
3717

01- L0BBY
317

BHP
8.0.£xFOOTING
2334

00- CELLAR
-0

T.0. FOOTING
10°

00 - UTILITIES.
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